
Standards

Product Code

General and Geometric Properties
AGGREGATE

SAMPLE PREPARATION

UTA-
0338
UTA-
0340
UTA-
0341
UTA-
0342
UTA-
0343
UTA-
0344
UTA-
0345
UTA-
0346
UTA-
0347
UTA-
0348
UTA-
0349
UTA-
0350

UTA-0338 Riffle Box 5 mm
UTA-0340 Riffle Box 7 mm
UTA-0341 Riffle Box 13 mm
UTA-0342 Riffle Box 15 mm
UTA-0343 Riffle Box 19 mm
UTA-0344 Riffle Box 25 mm
UTA-0345 Riffle Box 30 mm
UTA-0346 Riffle Box 38 mm
UTA-0347 Riffle Box 45 mm
UTA-0348 Riffle Box 50 mm
UTA-0349 Riffle Box 64 mm
UTA-0350 Riffle Box 75 mm

EN 932-2; ASTM C702; BS 812:1, 1377:1, 1924:1
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100x130x120
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350x640x600
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Riffle boxes are used for dividing aggregates into 2 equal
homogenous quantity for testing. 
The Riffle Box is electrostatically painted and manufactured to
meet the relevant International standard both in the slot width
and number of slots. 

 The Riffle Boxes are supplied complete with
 
• Containers with Handles, 3 pcs.
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